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EMP TEK SERIES

EW30 ON-WALL SPEAKERS

SPECIFICATIONS

EW30
EMP Tek
On-wall Speaker
48Hz-20kHz (±3dB)
220Hz / 2.2kHz
86dB (2.83V @ 1 Meter)
50-200 Watts
Two 5-1/2” Pulp Mica Carbon Fiber Composite
1" (25mm) Silk/Poly Dome
6 Ohms
Silver and Black End Caps with Black Accents
Black or Silver (Both Included)
7-1/8" W x 30" H x 5-5/8" D
19-1/2 lbs.
5 Years

THIS PRODUCT HAS BEEN DISCONTINUED

As the popularity of on-wall plasma and LCD
televisions grows, so does the need for high
performance speakers that mount next to these
televisions. The EW Series on-wall speakers from EMP
Tek are the perfect visual and performance
companion for your plasma and LCD television.

The EW Series was designed to be mounted directly onto a
wall, and coordinate with �at panel displays. These speakers
may be used for stereo, or can be used in surround sound
applications such as left and right front channels, dedicated
center channel, and as surround channels. The EW Series is
available in three di�erent heights: 25-inch, 30-inch and 35-
inch The EW Series on-wall speakers ship with a pivoting wall
mount bracket. The bracket also comes with mounting
template that includes level bubbles, simplifying your
installation.

The EW30 speaker was designed to be mounted directly onto
a wall, and coordinate with �at panel displays. The EW30 may
be used for stereo, or can be used in surround sound
applications such as left and right front channels, dedicated
center channel, and as surround channels. The EW30 on-wall
speakers ship with a pivoting wall mount bracket. The
bracket also comes with a mounting template that includes a
level bubble, simplifying your installation.


