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The SX-T3 is one of RBH’s T System modular speakers. An SX-T3 is essentially 

an SX-T2 with an additional SX-1010N mounted above the SX-T1 for 

astonishing dynamic range and bass impact. Capable of producing sound 

pressure levels rivaling a commercial theater, the SX-T3 is not for the timid. 

It provides astounding sonic clarity and delivers the ultimate in performance 

for large-scale music and home theater systems. Another benefit of the 

SX-T3 is its flexibility with regards to system configuration; allowing 

for both full-range and LFE configurations for the SX-1010N subwoofers. 

As with other T System models, the SX-T1 and SX-1010N “modules” are 

secured together using the included T System clamping brackets. The 

SX-T3 is currently available in black oak with a satin front baffle.

SX-T3N: A pair of SX-T3N’s consists of two SX-T1’s, four  

SX-1010N’s, T System clamping brackets and feet.

SX-T3P: A pair of SX-T3P’s consists of two SX-T1’s, four  

SX-1010N’s, T System clamping brackets, feet, and four SA-400 

subwoofer amplifiers (one amplifier to power each SX-1010N).
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MODEL NAME:
SX-T3

SYSTEM TYPE:

Left/Right Front Main Speaker

SERIES
Signature SX Series

FREQUENCY RESPONSE
20Hz–20kHz ± 3dB

SENSITIVITY
92dB (2.83 Volts @ 1 Meter)

RECOMMENDED POWER
100-400 Watts

DRIVE UNITS
(4) 10” (254mm) Aluminum Subwoofers 
(4) 6½” (165mm) Aluminum Woofers 
(3) 1” (25mm) Silk Dome Tweeters

TWEETER PROTECTION
No

CROSSOVER FREQUENCY
2,500 Hz

CROSSOVER
24dB/Octave

IMPEDANCE
4 Ohms

CABINET
Medium Density Fiberboard (MDF)  
in a Standard Satin Black Oak or  
Sandalwood, or 30 Different Custom 
Veneer Finishes

GRILLE
Black Cloth

DIMENSIONS
13” W x 91-1/2” H x 19-1/2” D 
(330mm W x 2324mm H x 495mm D)

WEIGHT
222 lbs. (100.70kg)

WARRANTY
5 Years*

*Warranted for 5 (five) years from date of purchase to be free from defects and workmanship. For more information see 
your RBH dealer.
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M A T C H I N G  S E R I E S
BOOKSHELF: SX-661, SX-61
CENTER CHANNELS: SX-6100C, SX-661C, SX-441C
SURROUND CHANNEL: SX-44
TOWERS: SX-T1, SX-T2, SX-8300, SX-6300 
SUBWOOFER: SX-10, SX-1010N, SX-1010P, SX-12, SX-1212N, SX-1212P, SX-88
Most speakers are also available in Reference version.
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