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The SX-10 powered subwoofer features a 

10-inch aluminum cone driver powered 

by a 300 Watt integrated amplifier. 

Delivering strong, powerful bass, the 

SX-10 can be easily incorporated into 

any audio system. The SX-10/R takes 

the performance of the SX-10 to the 

next level, incorporating a reference 

grade, long-throw 10-inch driver and 

a 350 Watt integrated amplifier.

BOOKSHELF: SX-661, SX-61
CENTER CHANNELS: SX-6100C, SX-661C, SX-441C
SURROUND CHANNEL: SX-44
TOWERS: SX-T1, SX-T2, SX-T3, SX-8300, SX-6300 
SUBWOOFER: SX-1010N, SX-1010P, SX-12, SX-1212N, SX-1212P, SX-88
Most speakers are also available in Reference version.
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MODEL NAME
SX-10

SYSTEM TYPE
Powered Subwoofer 

SERIES 
Signature SX Series

FREQUENCY RESPONSE
29Hz–150Hz ± 3dB

SENSITIVITY
N/A 

RECOMMENDED POWER
300 Watt Amplifier Included

DRIVE UNITS
(1) 10” (254mm) Aluminum Subwoofer

CROSSOVER FREQUENCY
40Hz–180Hz (variable)

CROSS OVER SLOPE
12dB/Octave

IMPEDANCE
N/A

CABINET
Medium Density Fiberboard (MDF)  
in a Standard Satin Black Oak or  
Sandalwood, or 30 Different Custom 
Veneer Finishes

GRILLE
Black Cloth

DIMENSIONS
15” W x 15-1/4” H x 18-1/2” D 
(381mm W x 387mm H x 470mm D)

WEIGHT
39 Lbs. (28.58 Kg)

WARRANTY
5 Years/1 Year*

* Warranty period: 5 years on the cabinet and woofers, 
and 1 year on the amplifier. Warranted from date of 
purchase to be free from defects and workmanship. For 
more information see your RBH dealer.
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CAUTION:
DISCONNECT POWER CORD BEFORE CHANGING FUSE.
REPLACE WITH SAME TYPE OF FUSE.

ATTENTION:
DEBRANCHER AVANT DE REMPLACER LE FUSIBLE.
UTILIZER UN FUSIBLE DE RECHANGE DE MEME TYPE.

WARNING: SHOCK HAZARD-DO NOT OPEN
AVIS : RISQUE DE CHOC ELECTRIQUE-NE PAS OUVRIR

RISK OF ELECTRIC SHOCK
DO NOT OPEN

CAUTION:
RISQUE D’ ELECTROCUTION

NE PAS OUVRIR

ATTENTION:

BACK OF AMPLIFIER


