
Model Name:
Series:

System Type:
Ampli�er Type:

Frequency Response:
Voltage:

Ampli�er Power:
Drive Units:

Crossover:
Line Level Input:

Speaker Level Inputs:
Speaker Level Outputs:

Phase Controls:
Cabinet Finish:

Dimensions:

Weight:
Warranty:

IMPRESSION SERIES

RS1010i POWERED SUBWOOFER

SPECIFICATIONS

RS1010i
Impression
Powered Subwoofer
Class D
30Hz-150Hz (±3dB)
110V/220V
250 Watts RMS
(2) 10" (254mm) Poly-matrix Cone Subwoofer
50Hz-150Hz (continuously variable)
Yes
Yes
Yes
Yes (0/180 Degrees)
Available in High-gloss Red Burl or High-gloss Black Ash
13" W x 27-1/2" H x 19" D
(330mm W x 699mm H x 483mm D)
45 lbs. (20.41 kg)
5 Years/1 Year*

THIS PRODUCT WAS DISCONTINUED
JANUARY 2014

The RS1010i is a dual 10-inch poly-matrix
cone subwoofer, providing generous
amounts of accurate, clear, non-�ltered bass
down to 35Hz! Featuring a front-�ring port
utilizing an integrated 250 Watt power
ampli�er perfect for larger home theater and
music systems. Available in high-gloss red
burl or high-gloss black ash.


