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Product Specifications
Description:
The SF10 powered subwoofer is a stylish and powerful subwoofer 
that will add depth and dimension to your music and movies. A 
subwoofer is a must-have component for any home theater or audio 
system. The performance of your subwoofer can greatly affect the 
overall performance of your system. The SF10 subwoofer can add 
considerable low-frequency, deep bass performance to any home 
theater or audio system. While active the SF10 powered subwoofer 
has its own source of amplification (as opposed to passive, non-
amplified subwoofers which require an additional power amplifier). 
The SF10 powered subwoofer has an aluminum cone driver. The 
driver material produces enhanced bass definition and accuracy. A 
powerful magnet, enhanced suspension and heavy duty voice coil 
give the driver elevated performance allowing high output capability 
and accurate dynamic reproduction.

Applications:
• Two-channel Audio 
• Multi-room Audio 
• Home Theater 

Technical Information:

SF10 
POWERED SUBWOOFER

Front View

Back View

Amplifier Type:
System Type:

Subwoofer:
Voltage:

Amplified Power:
Crossover Frequencies:

Frequency Response:
LFE Input:

Line Level Input:
Speaker Level Input:

Speaker Level Output:
Phase Control:

Auto On/Off:
Cabinet/Color:

Grille:
Dimensions: 

(Includes Feet and Grille)

Weight:

Class D
Powered Subwoofer
10” (254mm) Aluminum Cone
110 and 220
150 Watts
40Hz-150Hz (variable)
32Hz-150Hz (variable)
Yes
Yes
No
No
Yes (0-180)
Yes (Auto On/Off)
Medium Density Fiberboard (MDF)/Black
Black Cloth
13” W x 15-1/2” H x 16-1/2” D 
(330mm W x 394mm H x 419mm D)
33 lbs. (14.97 kg) each


