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System Type:
Amplifier Type:

Drive Units:
Voltage:

Power Handling:
Crossover Frequencies:

Frequency Response:
LFE Input:

LFE Output:
Line Level Input:

Speaker Level Inputs:
Speaker Level Outputs:

Phase Controls:
Cabinet/Color:

Grille:
Dimensions: 

Weight:

Powered Subwoofer
Class D
(1) 8” (203mm) Aluminum Cone Subwoofer
110 and 220
150 Watts
40Hz-150Hz (variable)
32Hz-150Hz (variable)
Yes
No
Yes
No
No
Yes (Auto On/Off)
Medium Density Fiberboard (MDF)/Black
Black Fabric
11” W x 12-1/2” H x 12-3/4” D
(279mm W x 318mm H x 324mm D)
19.25 lbs. (8.73 kg)

S-8 (8-inch Subwoofer)

Choose from an 8-inch, 10-inch or 12-inch subwoofer
With its integrated amplifier loaded with features and RBH’s award winning aluminum cone woofer technology these 
subwoofers add detailed, pounding bass to any system. It does all this with a cabinet sizes smaller than you expect.  

When you want to rock the house without rocking the budget, the S Series subwoofer is the perfect choice.

Warranty period: 5 years on the cabinet  
and woofers, and 1 year on the amplifier.

System Type:
Amplifier Type:

Drive Units:
Voltage:

Power Handling:
Crossover Frequencies:

Frequency Response:
LFE Input:

LFE Output:
Line Level Input:

Speaker Level Inputs:
Speaker Level Outputs:

Phase Controls:
Cabinet/Color:

Grille:
Dimensions: 

Weight:

Powered Subwoofer
Class D
(1) 10” (254mm) Aluminum Cone Subwoofer
110 and 220
150 Watts
40Hz-150Hz (variable)
32Hz-150Hz (variable)
Yes
No
Yes
No
No
Yes (Auto On/Off)
Medium Density Fiberboard (MDF)/Black
Black Fabric
13” W x 15-1/2” H x 16-1/2” D
(330mm W x 394mm H x 419mm D)
33 lbs. (14.97 kg)

S-10 (10-inch Subwoofer)
System Type:

Amplifier Type:
Drive Units:

Voltage:
Power Handling:

Crossover Frequencies:
Frequency Response:

LFE Input:
LFE Output:

Line Level Input:
Speaker Level Inputs:

Speaker Level Outputs:
Phase Controls:
Cabinet/Color:

Grille:
Dimensions: 

Weight:

Powered Subwoofer
Class D
(1) 12” (305mm) Aluminum Cone Subwoofer
110 and 220
250 Watts
40Hz-150Hz (variable)
32Hz-150Hz (variable)
Yes
No
Yes
No
No
Yes (Auto On/Off)
Medium Density Fiberboard (MDF)/Black
Black Fabric
15-3/4” W x 17-1/4” H x 18” D
(400mm W x 438mm H x 457mm D) 
42 lbs. (19.05 kg)

S-12 (12-inch Subwoofer)


